
64-66 MUSTANG PANEL ASSEMBLY

ORANGE-SPEED SIGNAL INPUT

GREEN-FUEL SEND

R TURN 12V+ 22GA GREEN

YELLOW-TEMP SENDER

L TURN 22GA RED

BROWN-SPEEDO SET BUTTON

RED- SWITCHED 12V

WHITE -LED WHITE LIGHTING

BLUE: HIGH BEAM

GREEN/YEL-PRESSURE SEND

BLACK-GROUND

VIOLET-TACH SIGNAL

12-PIN CONNECTOR

BLACK
GROUND

RED
8-12V DC SWITCHED

WHITE
SIGNAL

Installation:

1. Remove speedometer cable if required
2. Install in the reverse of cable removal.
3. Wire sender as shown or according to your 

speedometer instructions

SPEED SENDER  INSTRUCTIONS
HALL EFFECT 3- WIRE

2-wire sender similar.  Ground black sender 
wire, white/gray wire from sender to speed 

sender input on speedometer

1. Remove original panel by unscrewing fasteners around panel, save fasteners for use 
on new panel.
2. Un-plug all connectors, speedometer cable, etc.  Not wire locations
3. Splice new wiring harness (if used) into old wiring or per harness instructions
4. Install gauges in panel as needed in new panel and tighten back clamps
5. Plug in new harness connectors
6. Place new assembly in dash, secure with fasteners from removal
7. Follow instruction booklet for use of gauge set and speedometer calibration

NOTE: STEPPER MOTOR GAUGE HAVE TACH BUTTON PRE-WIRED


